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@ lnner Working Angle, Key to Exo-Earth Detection
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o« ThelWA, inner working angleis _ - -lumtu'r
the angle inside which direct
detection of a planet is not Our Solar System
possible. (N*A/D)

» Different types of coronagraphs

have IWA with different values of
N

TPF inner working Angle

55 Cancri System

o Typically the orbit of the planet isinclined wrt the line of sight and is
not detectable over much of its orbit.

* |f wewant to be able to detect the planet over ~50% of its orbit, the
IWA hasto be < ~65% of the maximum star-planet separation.

e Even when the planet is detectable over 50% of its orbit, if we want to

definitively say there is no planet (with 95% confidence) one has to
look ~ 4 times.



@ - Discovery Potential vs IWA
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*Often used scaling law for cost of atelescopeis D%
sgoing from 3 =>4 /D isafactor of 2 in cost
ea cost measured in billions of dollars



@ Why a Nuller for Visible TPF?
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e Small Inner working angle _
— Smaller primary mirror, V2 in diameter isa big
deal
— 4~5mtelescopeisacandidatefor aFULL TPF @
mission.
» Relaxed optical figurefor telescope
—  AM20 opticsvstherequirementsof ‘ultra-
precision’ mirrors.
o  Will ultimately prove much easier to achieve 100
10 suppression of starlight
— Control of: Amplitude, Phase, Spectral width, L
Polarization, etc.
 Expandabletovery large aperturesusing a
segmented primary telescope.

— Compatible with MEM’stype deformable mirrors.
(Same technology as used in million pixel
computer projectors.)

04 interferometer leakage below
1010 at 6~A/D



@ Visible Nulling System Concept
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& Visible Nulling System Concept (2)
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( a Achromatic Nulling I nterferometer Demonstration
(Shao & Serabyn)
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*Single pupil input
*Symmetric design
*Preserves pupil orientation
and polarization

*Pupil shear adjustable- Ny output

variable null basdaline

*Dielectric plates provide
achromatic null

Dispersive
Components
Pupil Input Bright output For Achromatic
t Null
\ > T L
Variable
i, delay
Symmetric
Beam
Splitters
Dispersive <«
Components Variable shear, s <>
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@ Coherent Fiber Array Nulling Requirements
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S~ ary FOr Earth Detection:
Fiber array has~ 1000 fibers

g%r;‘:re”t Final image plane has a field of view ~1000
airy

T pots (~30x30)

RE A A Average null of 1e-7 meansthat 1e-7 light
spread

Final over 1000 airy spots, or 1e-10 scattered light

Imagingper airy spot.
optic

Nulling requirement (Vis TPF/Earth) is
le-7 for Q=1, planet flux = scattered light flux
3e-7 for Q=0.3

CCD

Requirement for Jupiter Imager ~10~100x easier



@ Functional Overview of Nulling
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Nulling Interferometer subsystem

DM
. I \ - =]

: o, ':>: Coherent Fiber Bundle

ixil
Lo

Beam Compressor

e L

*Primary reimaged to DM’swhich arein turn |
reimaged to theinput lendet array. The output
lendlet array isreimaged to the wavefr ont sensor N7 camera
CCD. (reimaging to eliminate xtalk between
channels)
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e Component Development Demonstration of Deep Nulling

e Single Mode Fiber Optic Array Fabrication
— JPL
— Penn State (U Florida)
e Deformable Mirror Demonstration
— 361 channel MEMS DM (BU)
— 1000 actuator god
¢ System Demonstration
— Multiple Aperture Nulls
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Deep Null
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— 50x from TPF goal
— See SPIE 5170-21, Wallace et. al
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& White Light Null Results
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Self Assembly of Fibersin (2" Gener ation)
Coherent Array

| Fiber Array [

Index LensArray
M atchlng

Bonding

Material

LensArray

Fiber Array:
— 3 Doveprismson rectangular slab
— Prism 2 corner iscut flat to accommodate

*Fiber Array Fibers
Detail — New Technology Report filed Fiber
Array
V pa
e LensArray Lens | Spacer T
A : Array =1.4mnj
— Monolithic Lens Array on thin substrate e
— Spacer bonded with thickness = focal =1mm P
length
— Lensspacing 126.2um l
— NA=0.048 @A=0.632um 7 e

Focal length = 2.4 mm

See SPIE 5170-22, Liu et. al. (2003); 5491-73, Ge (2004)



Fiber Array Regularity
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Photonic Crystal Fiber (PCF)  (Conventional) Single Mode Large Mode Field Single Mode
Fiber Fiber
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of 31 rows) (preliminary)

3.2um rmsover 28 fibers 2.4umrmsover 120 fibers <3.9um rmsover 325 of 496 fibers (first 25



@ Summary
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 Single Aperture Telescope with a Visible Nulling Cor onagraph Capable of I maging and
Spectroscopy of Earth-line Planets (D~4m)
— Resolution scales with shear (up to the diameter of telescope)

e Mission Concept and Instrument Defined
o Starlight Suppression isthe Most Challenging Technology
— Demonstrated Closed Loop Null @ 5.2x10%/airy spot using L aser M etrology
» 50x from TPF goal
— Fiber Arraysunder Evaluation
e Conventional SM Fiber demonstrates fiber placement regularity
— (pathfinder for future device)
— BU DM Actuator Assessment

* (Commercial) DM actuator structureis capable of small scale path length
control (no technology development required)

» Controllable actuator response for small displacements possible
* Noisefloor and error performance satisfies path length control requirements
* Negligible cross-talk




@ Future Work
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e Near Term
— Deep WhiteLight Nullsunder Laser Metrology
e 1x10°%goal (5-10% bandwidth)
— 10x from TPF goal
— Single Mode Coherent Fiber Array Demonstration
 LargeMode Field Diameter Fibers
o 361 Channel Array Goal
e Long Term Experiments:
— Integration of Nuller and SMF Array in Test Bed System Demonstration on Test Bed
— Multiple Channel Null Demonstration
» Useof DM to control amplitude and phase
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